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MOBILE COMMUNICATION SYSTEM, BASE
STATION APPARATUS, AND MOBILE
STATION APPARATUS

This application is a Continuation of co-pending applica-
tion Ser. No. 12/667,833 filed Jan. 21, 2010 which is a
National Phase of PCT/JP2008/062108 filed on Jul. 3, 2008,
and for which priority is claimed under 35 U.S.C. §120.
Under 35 U.S.C. §119 these applications claim priority of
Application No. JP2007-240049 filed in Japan on Sep. 14,
2007 and JP2007-178728 filed in Japan on Jul. 6, 2007. The
entire contents of all are hereby incorporated by reference.

TECHNICAL FIELD

The present invention relates to a mobile communication
system in which a mobile station apparatus measures recep-
tion quality of signals received from a base station apparatus
and transmits, to the base station apparatus, reception quality
information while the base station apparatus allocates
resources based on the reception quality information received
from the mobile station apparatus, and relates to a base station
apparatus and a mobile station apparatus which are applied to
the mobile communication system.

BACKGROUND ART

Recently, the demand for data communication has been
increasing in the field of mobile communication systems. As
such, various techniques for higher utilization efficiency of
frequency have been proposed for accommodating the
increase in communication data caused by the data transmis-
sion demands. One of the techniques for improving the fre-
quency utilization efficiency is the orthogonal frequency divi-
sion multiple access (OFDMA). The OFDMA relates to a
modulation method used for all cells within a communication
area composed of cells to communicate with each other using
the same frequency, and can realize faster data communica-
tion.

As for scheduling of transmission packets in an OFDMA
system, a method is well-known in which mobile station
apparatuses transmit, to a base station apparatus, channel
quality indicator (CQI) which is information indicating
reception quality of a downlink state for sub-carriers in wide-
band, while the base station apparatus performs packet sched-
uling based on the CQI of sub-carriers in wideband received
from each mobile station apparatuses.

Additionally, a technique is also well-known in which for
transmission packet scheduling in an orthogonal frequency
division multiplexing (OFDM) system that utilizes a plurality
of sub-carriers, mobile station apparatuses evaluate each
channel states of a downlink (frequency characteristics, i.e.,
frequency-dependent characteristics of transmission losses)
and transmit, to the base station apparatus, information
obtained by quantizing each channel states, while the base
station apparatus determines sub-carriers to be allocated for
each mobile station apparatuses based on the transmitted
information (Patent document 1).

FIG. 14 illustrates a communication method of the prior art
between a base station apparatus and a mobile station appa-
ratus. Having received downlink information of a downlink
used for reception quality measurement from the base station
apparatus, the mobile station apparatus measures reception
quality of each channel based on the downlink information to
create a channel profile of a propagation path.

The channel profile created by the mobile station apparatus
is transmitted, from the mobile station apparatus to the base
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2

station apparatus, as reception quality information by using
an uplink. Based on the reception quality information, the
base station apparatus performs adaptive modulation and
coding or frequency selective scheduling for signals to be
transmitted from the base station apparatus to the mobile
station apparatus.

As for transmission of the reception quality information to
the base station apparatus by the mobile station apparatus, in
Evolved Universal Terrestrial Radio Access studied under the
third Generation Partnership Project (3GPP) which is inter-
national standardization project, it is studying that the recep-
tion quality information is transmitted by using a dedicated
uplink control channel (Physical Uplink Control Channel,
hereinafter referred to as “PUCCH”). And it is studying that
an uplink data and the reception quality information are
simultaneously transmitted by using an uplink data channel
(Physical Uplink Shared Channel, hereinafter referred to as
“PUSCH”).

For example, in the Non-Patent document 1, there is pro-
posed a method to transmit, in transmitting the reception
quality information from the mobile station apparatus to the
base station apparatus, the reception quality information by
using the PUCCH or the PUSCH depending on a kind of
services different in required the reception quality informa-
tion.

[Patent document 1] JP-A-2005-130491
[Non-Patent document 1] “CQI handling during DRX”,
3GPP, TSG RAN WG2 Meeting #58, R2-071901, May

2007

DISCLOSURE OF THE INVENTION
Problems to be Solved by the Invention

However, in the prior arts, there are no specific descriptions
about mapping of respective information in simultaneously
transmitting the uplink data and the reception quality infor-
mation from the mobile station apparatus to the base station
apparatus.

As used herein, the phrase “mapping of respective infor-
mation” refers to specific mapping of respective information
(the uplink data and the reception quality information) as
transmission data, that is, their specific mapping in a resource
unit of the PUSCH (the minimum unit of a time-frequency
block of the PUSCH) in simultaneously transmitting the
uplink data and the reception quality information from the
mobile station apparatus to a base station apparatus.

In case that the uplink data and the reception quality infor-
mation are simultaneously transmitted from a mobile station
apparatus to a base station apparatus, the base station appa-
ratus can separate respective data by recognizing the mapping
of the uplink data and the reception quality information. The
base station apparatus can extract only the reception quality
information from the simultaneously transmitted uplink data
and reception quality information, and efficiently transmit a
downlink data by performing adaptive modulation and cod-
ing and/or frequency selective scheduling based on the
extracted information.

The information amount of control signals transmitted
from the base station apparatus for specifying the mapping of
the uplink data and the reception quality information simul-
taneously transmitted from the mobile station apparatus
needs to be kept small. Downlink resources would be ineffi-
ciently utilized if the base station apparatus transmits the
control signals for specifying the mapping of respective infor-
mation every time in transmitting the reception quality infor-
mation from the mobile station apparatus.
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Additionally, there is another demand to reduce any delay
in changing the mapping of the uplink data and the reception
quality information simultaneously transmitted from the
mobile station apparatus. If any significant delay occurs in
changing the mapping of respective information in simulta-
neously transmitting the uplink data and the reception quality
information from the mobile station apparatus, another sig-
nificant delay would arise until the reception quality informa-
tion arrives at the base station apparatus. The base station
apparatus applies adaptive modulation and coding and/or fre-
quency selective scheduling to the downlink data according to
the reception quality information transmitted from the mobile
station apparatus.

If any significant delay occurs in transmitting the reception
quality information, the modulation and coding and the fre-
quency band used for uplink data transmission most appro-
priate for the mobile station apparatus would change. Even if
the base station apparatus performs adaptive modulation and
coding and/or frequency selective scheduling based on the
reception quality information with a significant delay, it
would fail to control the mobile station apparatus in an appro-
priate manner for the mobile station apparatus at that time.
This would result in inefficient use of the downlink resources.

Furthermore, modulation scheme and coding rate to be
specified in transmitting the uplink data are specified by the
base station apparatus estimating the environment of a propa-
gation path based on the uplink data or a reference signal
transmitted from the mobile station apparatus. Therefore, in
case that the uplink data and the reception quality information
are simultaneously transmitted, if modulation scheme and
coding rate of the reception quality information cannot com-
ply with those of the uplink data specified by the base station
apparatus, the probability of successful transmission of the
reception quality information would decrease.

The description above also applies to ACK/NACK of the
Hybrid Automatic Repeat Request (HARQ) for the downlink
data, which is also an uplink information like the reception
quality information. That is, the information amount of con-
trol signals transmitted from the base station apparatus for
specifying the mapping of the uplink data and the ACK/
NACK simultaneously transmitted from the mobile station
apparatus to the base station apparatus needs to be kept small.
Also, the delay in changing the mapping must be small.
Furthermore, modulation scheme and coding rate of the
ACK/NACK simultaneously transmitted with the uplink data
must comply with those of the uplink data specified by the
base station apparatus. Any specific descriptions about those
three conditions: the information amount of control informa-
tion for specifying the mapping of respective information, the
delay occurring in changing the mapping of respective infor-
mation, and the compliance with modulation scheme and
coding rate of the uplink data are not provided in the prior art.

In summary, what is important is how to specify the way of
simultaneously transmitting the uplink data and the reception
quality information as well as the uplink data and the ACK/
NACK from the mobile station apparatus to the base station
apparatus. In order to address the problem, the information
amount of control signals for specifying the mapping of
respective information from the base station apparatus, the
delay occurring in changing the mapping of respective infor-
mation, and the compliance with modulation scheme and
coding rate of the uplink data specified by the base station
apparatus, need to be taken into account.

The present invention has been made in view of such cir-
cumstances, and provides a mobile communication system, a
base station apparatus and a mobile station apparatus that can
reduce the amount of control information for specifying the
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transmission method for simultaneously transmitting the
uplink data and the reception quality information as well as
the uplink data and the ACK/NACK, reduce the delay occur-
ring in changing the transmission method, and realize the
mapping of the uplink data and the reception quality infor-
mation and that of the uplink data and the ACK/NACK, in
compliance with modulation scheme and coding rate of the
uplink data specified by the base station apparatus.

Means for Solving the Problems

In order to achieve above objects, the invention provides
the following means. Namely, a mobile communication sys-
tem according to the present invention is directed to a mobile
communication system where a mobile station apparatus
transmits, to a base station apparatus, reception quality infor-
mation indicating quality of signals received from the base
station apparatus, wherein the base station apparatus trans-
mits, to the mobile station apparatus, a signal for permitting
data transmission in an uplink including resource allocation
information for specifying time component or frequency
component for an uplink data channel, and the mobile station
apparatus calculates, from the resource allocation informa-
tion, the number of symbols for reception quality information
mapped together with uplink data onto the uplink data chan-
nel, and transmits, to the base station apparatus, reception
quality information with the calculated number of symbols
and the uplink data together by using the uplink data channel.

In addition, in the mobile communication system of the
invention, the mobile station apparatus calculates the number
of'symbols for reception quality information so that the num-
ber does not exceed a predefined value.

In addition, in the mobile communication system of the
invention, the mobile station apparatus calculates the number
of'symbols for reception quality information so that the num-
ber does not fall below a predefined value.

In addition, in the mobile communication system of the
invention, the predefined value is set by a RRC signaling
transmitted from the base station apparatus.

In addition, a mobile communication system according to
the present invention is directed to a mobile communication
system where a mobile station apparatus transmits, to a base
station apparatus, ACK or NACK of the Hybrid Automatic
Repeat Request (HARQ) for downlink data, wherein the base
station apparatus transmits, to the mobile station apparatus, a
signal for permitting data transmission in an uplink including
resource allocation information for specifying time compo-
nent or frequency component for an uplink data channel, and
the mobile station apparatus calculates, from the resource
allocation information, the number of symbols for ACK or
NACK mapped together with uplink data onto the uplink data
channel, and transmits, to the base station apparatus, ACK or
NACK with the calculated number of symbols and the uplink
data together by using the uplink data channel.

In addition, in the mobile communication system of the
invention, the mobile station apparatus calculates the number
of symbols for ACK or NACK so that the number does not
exceed a predefined value.

In addition, in the mobile communication system of the
invention, the mobile station apparatus calculates the number
of'symbols for ACK or NACK so that the number does not fall
below a predefined value.

In addition, in the mobile communication system of the
invention, the predefined value is set by a RRC signaling
transmitted from the base station apparatus.

In addition, a mobile station apparatus according to the
present invention is directed to a mobile station apparatus in
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a mobile communication system where the mobile station
apparatus transmits, to a base station apparatus, reception
quality information indicating quality of signals received
from the base station apparatus, and comprising: an unit for
receiving, from the base station apparatus, resource alloca-
tion information for specifying time component or frequency
component for an uplink data channel included in a signal for
permitting data transmission in an uplink; an unit for calcu-
lating, from the resource allocation information, the number
of symbols for reception quality information mapped
together with uplink data onto the uplink data channel; and an
unit for transmitting, to the base station apparatus, reception
quality information with the calculated number of symbols
and the uplink data together by using the uplink data channel.

In addition, in the mobile station apparatus of the inven-
tion, the mobile station apparatus calculates the number of
symbols for reception quality information so that the number
does not exceed a predefined value.

In addition, in the mobile station apparatus of the inven-
tion, the mobile station apparatus calculates the number of
symbols for the reception quality information so that the
number does not fall below a predefined value.

In addition, in the mobile station apparatus of the inven-
tion, wherein the predefined value is set by a RRC signaling
transmitted from the base station apparatus.

In addition, a mobile station apparatus according to the
present invention is directed to a mobile station apparatus in
a mobile communication system where the mobile station
apparatus transmits, to a base station apparatus, ACK or
NACK ofthe Hybrid Automatic Repeat Request (HARQ) for
downlink data, and comprising: an unit for receiving, from
the base station apparatus, resource allocation information
for specitying time component or frequency component for
anuplink data channel included in a signal for permitting data
transmission in an uplink; an unit for calculating, from the
resource allocation information, the number of symbols for
ACK or NACK mapped together with uplink data onto the
uplink data channel; and an unit for transmitting, to the base
station apparatus, ACK or NACK with the calculated number
of symbols and the uplink data together by using the uplink
data channel.

In addition, in the mobile station apparatus of the inven-
tion, the mobile station apparatus calculates the number of
symbols for ACK or NACK so that the number does not
exceed a predefined value.

In addition, in the mobile station apparatus of the inven-
tion, the mobile station apparatus calculates the number of
symbols for ACK or NACK so that the number does not fall
below a predefined value.

In addition, in the mobile station apparatus of the inven-
tion, wherein the predefined value is set by a RRC signaling
transmitted from the base station apparatus.

In addition, a base station apparatus according to the
present invention is directed to a base station apparatus in a
mobile communication system where a mobile station appa-
ratus transmits, to the base station apparatus, reception qual-
ity information indicating quality of signals received from the
base station apparatus, and comprising: an unit for transmit-
ting, to the mobile station apparatus, resource allocation
information for specifying time component or frequency
component for an uplink data channel included in a signal for
permitting data transmission in an uplink; an unit for calcu-
lating, from the resource allocation information, the number
of symbols for reception quality information mapped
together with uplink data onto the uplink data channel, and for
receiving, from the mobile station apparatus, reception qual-
ity information transmitted with the calculated number of
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symbols from the resource allocation information and the
uplink data together by using the uplink data channel.

In addition, a base station apparatus according to the
present invention is directed to a base station apparatus in a
mobile communication system where a mobile station appa-
ratus transmits, to the base station apparatus, ACK or NACK
of'the Hybrid Automatic Repeat Request (HARQ) for down-
link data, comprising: an unit for transmitting, to the mobile
station apparatus, resource allocation information for speci-
fying time component or frequency component for an uplink
data channel included in a signal for permitting data trans-
mission in an uplink; an unit for calculating, from the
resource allocation information, the number of symbols for
ACK or NACK mapped together with uplink data onto the
uplink data channel, and for receiving, from the mobile sta-
tion apparatus, ACK or NACK transmitted with the calculated
number of symbols from the resource allocation information
and the uplink data together by using the uplink data channel.

In addition to, in the base station apparatus of the present
invention, the scheduler unit performs scheduling ofincludes,
as the control information, information for specifying modu-
lation scheme and coding rate of uplink data in the transmis-
sion signal.

In addition to, a mobile station apparatus according to the
present invention is directed to a mobile station apparatus is
allocated resources by a base station apparatus, and compris-
ing: a receiving unit for receiving, from the base station
apparatus, control information for specifying a transmission
format of information to be transmitted using an uplink, and
a transmitting unit for transmitting, to the base station appa-
ratus, uplink data and reception quality information together
based on the specified transmission format in case that the
receiving unit has received the control information from the
base station apparatus.

In addition to, in the mobile station apparatus of the present
invention, the transmission format of information to be trans-
mitted using the uplink is that of uplink data, and the receiving
unit automatically recognizes a transmission format of recep-
tion quality information from that of uplink data.

In addition to, in the mobile station apparatus of the present
invention, in case that the receiving unit has received, from
the base station apparatus, resource information specified by
frequency component and time component as the control
information, the transmitting unit transmits, to the base sta-
tion apparatus, uplink data and reception quality information
together in the transmission format based on mapping of
uplink data and reception quality information, which is asso-
ciated with the resource information.

In addition to, in the mobile station apparatus of the present
invention, in case that the receiving unit has received, from
the base station apparatus, information for specifying modu-
lation scheme and coding rate of uplink data as the control
information, the transmitting unit identifies modulation
scheme and coding rate of reception quality information,
which are associated with the information for specifying
modulation scheme and coding rate of uplink data received
from the base station apparatus, and transmits, to the base
station apparatus, uplink data to which the modulation
scheme and coding rate of the information for specifying
modulation scheme and coding rate received from the base
station apparatus are applied, together with reception quality
information to which the identified modulation scheme and
coding rate are applied.

In addition to, a mobile station apparatus according to the
present invention is directed to a mobile station apparatus is
allocated resources by the base station apparatus, and com-
prising: a receiving unit for receiving, from the base station
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apparatus, control information for specifying a transmission
format of information to be transmitted using an uplink, and
a transmitting unit for transmitting, to the base station appa-
ratus, uplink data and ACK/NACK together based on the
specified transmission format in case that the receiving unit
has received the control information from the base station
apparatus.

In addition to, in the mobile station apparatus of the present
invention, the transmission format of information to be trans-
mitted using the uplink is that of uplink data and that of
ACK/NACK.

In addition to, in the mobile station apparatus of the present
invention, the transmission format of information to be trans-
mitted using the uplink is that of uplink data, and the receiving
unit automatically recognizes a transmission format of ACK/
NACK from that of the uplink data.

In addition to, in the mobile station apparatus of the present
invention, in case that the receiving unit has received, from
the base station apparatus, resource information specified by
frequency component and time component as the control
information, the transmitting unit transmits, to the base sta-
tion apparatus, uplink data and ACK/NACK together in the
transmission format based on mapping of uplink data and
ACK/NACK, which is associated with the resource informa-
tion.

In addition to, in the mobile station apparatus of the present
invention, in case that the receiving unit has received, from
the base station apparatus, information for specifying modu-
lation scheme and coding rate of uplink data as the control
information, the transmitting unit identifies modulation
scheme and coding rate of ACK/NACK, which are associated
with the information for specifying modulation scheme and
coding rate of uplink data received from the base station
apparatus, and transmits, to the base station apparatus, uplink
data to which the modulation scheme and coding rate of the
information for specifying modulation scheme and coding
rate received from the base station apparatus are applied,
together with ACK/NACK to which the identified modulation
scheme and coding rate are applied.

According to the present invention, as the base station
apparatus transmits, to the mobile station apparatus, control
information for specifying a transmission format for the
mobile station apparatus to simultaneously transmit the
uplink data and the reception quality information, and the
mobile station apparatus simultaneously transmits, to the
base station apparatus, the uplink data and the reception qual-
ity information based on the specified transmission format in
case of having received the control information from the base
station apparatus, transmission of control signals for specify-
ing the mapping of respective information can be omitted, and
the downlink resources can be effectively utilized. Addition-
ally, as the transmission format is specified based on the way
of allocating uplink resources, the mapping of the uplink data
and the reception quality information can be changed, and the
transmission of control signals for changing the mapping of
respective information can be omitted. As a result, the delay
occurring in changing the mapping of respective information
can be reduced.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a block diagram showing a schematic
configuration of a base station apparatus according to a first
embodiment of the invention.

FIG. 2 illustrates a block diagram showing a schematic
configuration of a mobile station apparatus according to the
first embodiment of the invention.
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FIG. 3 illustrates an exemplary mapping of information
according to the first embodiment of the invention.

FIG. 4 illustrates an exemplary mapping of information
according to the first embodiment of the invention.

FIG. 5 illustrates an exemplary mapping of information
according to the first embodiment of the invention.

FIG. 6 illustrates an exemplary mapping of information
according to the first embodiment of the invention.

FIG. 7 illustrates an exemplary mapping of information
according to the first embodiment of the invention.

FIG. 8 illustrates an exemplary mapping of information
according to the first embodiment of the invention.

FIG. 9 illustrates a sequence chart of the operations of a
base station apparatus and a mobile station apparatus accord-
ing to the first embodiment of the invention.

FIG. 10 illustrates the content of a predefined table used for
a mobile communication system according to a second
embodiment of the invention.

FIG. 11 illustrates a sequence chart of the operations of a
base station apparatus and a mobile station apparatus accord-
ing to the second embodiment of the invention.

FIG. 12 is a diagram illustrating a third embodiment of the
invention.

FIG. 13 illustrates the content of a predefined table accord-
ing to the third embodiment of the invention.

FIG. 14 is a diagram illustrating a communication method
between a base station apparatus and a mobile station appa-
ratus of the prior art.

DESCRIPTION OF THE REFERENCE
NUMERALS

100:
101:
102:
103:
104:
105:
106:
107:
108:
109:

base station apparatus

data control unit

modulation encoding unit

mapping unit

IFFT unit

radio transmitting unit

radio receiving unit

FFT unit

demodulation decoding unit

data extraction unit

110: scheduler unit

111: transmission information control unit
111a: modulation and coding control unit
1114: frequency selective scheduler unit
112: antenna

200: mobile station apparatus

201: data control unit

202: modulation encoding unit

203: mapping unit

204: IFFT unit

205: radio transmitting unit

206: radio receiving unit

207: FFT unit

208: demodulation decoding unit

209: data extraction unit

210: reception quality information control unit
210a: reception quality information generating unit
2106: reception quality measuring unit
211: antenna

BEST MODES FOR CARRYING OUT THE
INVENTION

Now, various embodiments of the invention will be
described with reference to the diagrams.
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First Embodiment

First, a mobile communication system according to a first
embodiment of the invention will be described. The mobile
communication system comprises a base station apparatus
and a mobile station apparatus. FIG. 1 illustrates a block
diagram showing a schematic configuration of the base sta-
tion apparatus according to the first embodiment of the inven-
tion. The base station apparatus 100 includes a data control
unit 101, a modulation encoding unit 102, a mapping unit
103, an inverse fast Fourier transformation (IFFT) unit 104, a
radio transmitting unit 105, a radio receiving unit 106, a fast
Fourier transformation (FFT) unit 107, a demodulation
decoding unit 108, a data extraction unit 109, a scheduler unit
110, a transmission information control unit 111, and an
antenna 112. The transmission information control unit 111
includes a modulation encoding control unit 111« and a fre-
quency selective scheduler unit 1114.

Transmission data to be transmitted to each mobile station
apparatuses and control data are input to data control unit 101
in the base station apparatus 100, and each data is transmitted
sequentially to the mobile station apparatuses following
instructions of the scheduler unit 110. The modulation encod-
ing unit 102 applies modulation and error-correcting coding
to signals input from the data control unit 101 based on
modulation scheme and coding rate determined by the modu-
lation encoding controlunit 1114, and outputs each data to the
mapping unit 103. The mapping unit 103 maps data input
from the modulation encoding unit 102 onto each sub-carrier
based on frequency selective scheduling information pro-
vided by the frequency selective scheduler unit 1115, and
outputs each of the data to the IFFT unit 104.

The IFFT unit 104 applies inverse fast Fourier transforma-
tion to data input from the mapping unit 103, then converts the
input data into temporal baseband digital signals, and finally
outputs the signals into the radio transmitting unit 105. In the
radio transmitting unit 105, digital/analog conversion is
applied to the output signals from the IFFT unit 104, and the
resultant signals are then up-converted to a frequency appro-
priate for transmission and transmitted to each mobile station
apparatuses via the antenna 112.

The scheduler unit 110 performs scheduling for both the
downlink and the uplink based on control information, such
as resource regions available to each mobile station appara-
tuses, intermittent transmitting/receiving cycles, a formatofa
transmission data channel and buffer status. The modulation
encoding control unit 111a determines modulation scheme
and coding rate to be applied to each data based on the
reception quality information transmitted from the mobile
station apparatus and outputs them to the modulation encod-
ing unit 102. The frequency selective scheduler unit 1115
applies frequency selective scheduling to each data based on
the reception quality information transmitted from the mobile
station apparatus and outputs the result to the mapping unit
103.

FIG. 2 illustrates a block diagram showing a schematic
configuration of the mobile station apparatus according to the
first embodiment of the invention. A mobile station apparatus
200 includes a data control unit 201, a modulation encoding
unit 202, a mapping unit 203, an inverse fast Fourier trans-
formation (IFFT) unit 204, a radio transmitting unit 205, a
radio receiving unit 206, a fast Fourier transformation (FFT)
unit 207, a demodulation decoding unit 208, a data extraction
unit 209, a reception quality information control unit 210, and
an antenna 211. The reception quality information control
unit 210 includes a reception quality information generating
unit 210a and a reception quality measuring unit 2105. Note
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here that a receiving unit is composed of the radio receiving
unit 206, the FFT unit 207, the demodulation decoding unit
208, the data extraction unit 209, and the reception quality
information control unit 210, while a transmitting unit is
composed of the data control unit 201, the modulation encod-
ing unit 202, the mapping unit 203, the inverse fast Fourier
transformation (IFFT) unit 204, and the radio transmitting
unit 205.

Transmission data to be transmitted to the base station
apparatus and control data are input to the data control unit
201 in the mobile station apparatus 200, and those data are
transmitted sequentially to the base station apparatus. The
modulation encoding unit 202 applies modulation and error-
correcting coding to signals input from the data control unit
201, and outputs each data to the mapping unit 203. The
mapping unit 203 maps data input from the modulation
encoding unit 202 onto each sub-carrier, and outputs each of
the data to the IFFT unit 204.

The IFFT unit 204 applies inverse fast Fourier transforma-
tion to a sequence of symbols input from the mapping unit
203, converts them into temporal baseband digital signals,
and outputs them to the radio transmitting unit 205. In the
radio transmitting unit 205, digital/analog conversion is
applied to the output signals from the IFFT unit 124, and the
resultant signals are up-converted to a frequency appropriate
for transmission and then transmitted to the base station appa-
ratus via the antenna 211.

The reception quality measuring unit 2105 of the reception
quality information control unit 210 measures reception qual-
ity of signals received from the base station apparatus. The
reception quality information generating unit 210a generates
reception quality information to be transmitted to the base
station apparatus based on the information measured by the
reception quality measuring unit 2104.

The receiving unit composed of the radio receiving unit
206, the FFT unit 207, the demodulation decoding unit 208,
the data extraction unit 209, and the reception quality infor-
mation control unit 210, receives control information for
specifying a transmission format of information to be trans-
mitted using the uplink from the base station apparatus, and
based on the specified format, recognizes a transmission for-
mat for transmitting the uplink data and the reception quality
information, as well as the uplink data and the ACK/NACK.

The transmitting unit composed of the data control unit
201, the modulation encoding unit 202, the mapping unit 203,
the IFFT unit 204, and the radio transmitting unit 205, simul-
taneously transmits, to the base station apparatus, the uplink
data and the reception quality information, as well as the
uplink data and the ACK/NACK in the transmission format
recognized by the receiving unit.

FIG. 3 illustrates an exemplary mapping of uplink data and
reception quality information transmitted from the mobile
station apparatus to the base station apparatus according to
the first embodiment of the invention. FIG. 3 illustrates form
1 and form 2. For each form, the vertical direction represents
atime axis, and here includes fourteen OFDM symbols as an
example of resources allocated by the base station apparatus.
A plurality of known reference symbols (pilot signals, here-
inafter referred to as “RS”) used for propagation path estima-
tion to demodulate data, different number of the reception
quality information and the uplink data between the form 1
and the form 2 are mapped onto these fourteen OFDM sym-
bols.

On the other hand, the horizontal direction represents a
frequency axis. Assuming a resource unit of the PUSCH (the
minimum unit of a time-frequency block of the PUSCH) as
one resource block, the base station apparatus allocates
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resources of one resource block in the form 1 and that of two
resource blocks in the form 2, in the frequency axis direction.

The mobile station apparatus transmits data by using the
PUSCH according to resource allocation specified by a down-
link control channel (Physical Downlink Control Channel,
which will be referred to as “PDCCH?” hereinafter) from the
base station apparatus. In other words, this downlink control
channel (PDCCH) is a signal for permitting data transmission
in the uplink (i.e., L.1/L.2 grant).

In the embodiment, the mobile station apparatus performs
the mapping of information in simultaneously transmitting
the uplink data and the reception quality information accord-
ing to resources allocated by the base station apparatus using
the L.1/1.2 grant.

More particularly, the form 1 of FIG. 3 illustrates that the
mobile station apparatus is allocated, by using the L.1/1.2
grant from the base station apparatus, resources having the
amount of fourteen OFDM symbols in the time axis direction
and one resource block in the frequency axis direction, and
performs the mapping of the uplink data and the reception
quality information associated with the allocated resources.
Here, an element composed of one OFDM symbol and one
sub-carrier is referred to as “resource element”. In this
example, if one resource block composed of twelve sub-
carriers, the number of resource element for one OFDM
symbol and one resource block is twelve, and the number of
resource element in one resource block is 168.

Similarly, the form 2 of FIG. 3 illustrates that the mobile
station apparatus is allocated, by using the [.1/[.2 grant from
the base station apparatus, resources having the amount of
fourteen OFDM symbols in the time axis direction and two
resource blocks in the frequency axis direction, and performs
the mapping of the uplink data and the reception quality
information associated with the allocated resources.

Here, it can be predetermined what type of resources the
base station apparatus allocates by using the [.1/1.2 grant and
accordingly how the mobile station apparatus maps the uplink
data and the reception quality information. That is, according
to the embodiment, it is predetermined in case that the base
station apparatus allocates resources having the amount of
fourteen OFDM symbols in the time axis direction and one
resource block in the frequency axis direction, the mobile
station apparatus performs the mapping of the uplink data and
the reception quality information represented by the form 1.
Similarly, it is also predetermined that in case that the base
station apparatus allocates resources having the amount of
fourteen OFDM symbols in the time axis direction and two
resource blocks in the frequency axis direction, the mobile
station apparatus performs the mapping of the uplink data and
the reception quality information represented by the form 2.

Because, when allocating resources to the mobile station
apparatus by using the [L.1/[.2 grant, the base station apparatus
knows in advance what kind of mapping (e.g., form 1 or form
2) of the uplink data and the reception quality information
transmitted simultaneously, the base station apparatus can
separate the uplink data and the reception quality informa-
tion. Then, the base station apparatus can apply adaptive
modulation and coding and/or frequency selective scheduling
to the downlink data based on the extracted reception quality
information.

Next, the form 1 and the form 2 illustrated above as an
example of mapping of the uplink data and the reception
quality information simultaneously transmitted from the
mobile station apparatus to the base station apparatus will be
described in more detail. The form 1 has more reception
quality information in the time axis direction (including four-
teen OFDM symbols herein). In this form, the reception qual-
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ity information transmitted from the mobile station apparatus
to the base station apparatus is mapped so as to be more
tolerant against the temporal variation in a propagation path.
On the other hand, the form 2 has more reception quality
information in the frequency axis direction. In this form, the
reception quality information transmitted from the mobile
station apparatus to the base station apparatus is mapped so as
to be more tolerant against the frequency variation in the
propagation path.

Similarly, FIG. 4 illustrates another exemplary mapping of
the uplink data and the reception quality information trans-
mitted from a mobile station apparatus according to the first
embodiment of the invention. On the left side of the figure is
shown a form similar to the form 1 in FIG. 3. The form 3 of
FIG. 4 illustrates that the reception quality information can be
simply mapped in the lower (or higher) frequency for the
resources allocated by the base station apparatus. With this
simple mapping, the base station apparatus can separate the
uplink data and the reception quality information without any
complicated processes.

Similarly, FIG. 5 illustrates another exemplary mapping of
the uplink data and the reception quality information trans-
mitted from a mobile station apparatus according to the first
embodiment of the invention. On the left side of the figure is
shown form 4 similar to the form 1 of FIG. 3. The form 4 is
significantly different from the form 1 in that the reception
quality information is mapped in the frequency axis direction
in a distributed manner and that the uplink data is inserted into
the place where the reception quality information was. Each
region for the reception quality information is composed of
one or more resource element groups. Also, as shown in the
form 5 in FIG. 5, by mapping the reception quality informa-
tion in the frequency axis direction in a distributed manner,
the mapping more tolerant against the frequency variation in
a propagation path can be achieved, while a resource of the
same size as the form 4 still being used for transmitting the
reception quality information (although four resource ele-
ment groups in the form 4 and two resource element groups in
the form 5 are used for one OFDM symbol, the size of the
forms is the same because the latter form uses two resource
blocks in the frequency axis direction).

Furthermore, FIGS. 6 to 8 illustrate exemplary mappings
of'the uplink data and the reception quality information trans-
mitted from the mobile station apparatus according to the first
embodiment of the invention. Those figures are significantly
different from FIGS. 3 to 5 in that in each form, the mapping
of the uplink data and the reception quality information is
illustrated with gradation pattern. Forms depicted on the left
side of FIGS. 6 to 8 are shown as form 1' associated with the
form 1 illustrated in FIG. 3.

In FIGS. 6 to 8, conceptually, the gradation patterns show
that the uplink data and the reception quality information are
mixedly mapped also in one resource element. More particu-
larly, they are mixed prior to their mapping onto the resource
element. In those figures, the black part and the white part of
the gradation pattern indicate the reception quality informa-
tion and the uplink data, respectively. The uplink data and the
reception quality information are mixed before being mapped
onto the resource element, and then mapped onto twelve
resource elements, for example. That is, conceptually, one
resource element contains a part of the reception quality
information and a part of the uplink data.

The form 1' in FIG. 6 illustrates the mapping of the uplink
data and the reception quality information in case that one
resource block is specified by the [.1/1.2 grant. In the form 1',
the uplink data and the receipt quality information are mix-
edly mapped in four OFDM symbols of the fourteen OFDM
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symbols. On the other hand, the form 6 in FIG. 6 illustrates the
mapping of the uplink data and the reception quality infor-
mation in case that two resource blocks are specified by the
L1/1.2 grant. In this form 6, in four OFDM symbols of the
fourteen OFDM symbols, the uplink data and the reception
quality information are mapped as mixedly transmitted
resources, and are further mapped using two resource blocks
in the frequency direction. The form 6 in FIG. 6 is the form
that was mapped so that the information amount of the recep-
tion quality information can increase as the number of allo-
cated resource blocks increases. Also, for the form and the
form 6, the black part showing the reception quality informa-
tion with gradation is depicted with the same density. This
indicates that ratios of the uplink data and the reception qual-
ity information mixed in the form 1' and the form 6 are same.

The form 1' in FIG. 7 is similar to the form 1' illustrated in
FIG. 6. Also, the form 7 illustrates, similar to the form 6 in
FIG. 6, the mapping of the uplink data and the reception
quality information in case that two resource blocks are speci-
fied by the [.1/1.2 grant. In this form 7, in two OFDM symbols
of the fourteen OFDM symbols, the uplink data and the
reception quality information are mixedly mapped as trans-
mitted resources, and further are mapped using two resource
blocks in the frequency direction. Therefore, the form 7 is the
form that was mapped so that the information amount of the
reception quality information can not increase as the number
of allocated resource blocks increases. Also, for the form 1'
and the form 7, the black part showing the reception quality
information with gradation is depicted with the same density,
indicates that the ratios of the uplink data and the reception
quality information mixed are same.

The form 1' illustrated in FIG. 8 is similar to the form 1'
illustrated in FIG. 6. The form 1' and form 8 are significantly
different in that each of the black part in the gradation pattern
indicating the reception quality information is depicted with
different density. For example, the black part of the form 8 has
lighter density. This implies that the ratios of the uplink data
and the reception quality information mixed in the form 1' and
the form 8 are different, and implies that the ratios of the
uplink data and the reception quality information mixed
before being mapped onto the resource element. In FIG. 8, it
is shown the information amount of the overall reception
quality information to be transmitted in the form 1' and the
form 8 is same.

Now, details will be described with reference to a more
specific example. For the form of FIG. 8, assuming that the
reception quality information with the amount of “4” and the
uplink data with the amount of “6” are mixed in resource
having one symbol and one resource block, then for the form
8, the reception quality information with the amount of “2”
and the uplink data with the amount of “8” would be mixed in
such resource. That is, the amount of the reception quality
information included in resource of one symbol and one
resource block becomes smaller. However, compared to the
form 1', the form 8 has the double number of resource blocks
in which the uplink data and the reception quality information
are mixed for transmission. That is, the reception quality
information transmitted in whole form 1' and that in whole
form 7 have the same amount of information amount.

If'the uplink data and the resource quality information such
as illustrated in FIGS. 6 to 8 are mixed before being mapped
onto the resource element, and the base station apparatus
receives information mapped in a distributed manner onto
multiple resource elements, then the base station apparatus
can be composed to be able to extract received information as
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one integrated information (the reception quality informa-
tion, the uplink data) after receiving all of the distributed
resource elements.

As described above, with the mapping conceptually illus-
trated in FIGS. 6 to 8 in which the uplink data and the recep-
tion quality information are mixed before being mapped onto
the resource element, the mobile station apparatus needs not
determine where the resource element including the uplink
data or the reception quality information should be mapped,
and can efficiently perform tasks needed on mapping infor-
mation onto the resource element. Such mixing of the uplink
data and the reception quality information can be done by, for
example, inserting the reception quality information per
modulation symbol into the place where the uplink data was,
and by applying, for example, discrete Fourier conversion to
the information.

A mobile station apparatus can perform the mapping of the
uplink data and the reception quality information as shown in
FIGS. 3 to 8 depending on resources allocated by the [.1/[.2
grant from the base station apparatus. To describe FIGS. 6 to
8 in further detail, the mobile station apparatus can change the
ratio of the uplink data and the reception quality information
to be mixed, depending on resources allocated by the L.1/1.2
grant from the base station apparatus. In short, with reference
to FIG. 8, the mobile station apparatus can change the density
of'the black part indicating the reception quality information
depending on resources allocated by the [.1/L.2 grant from the
base station apparatus. Note here that the mapping of infor-
mation described above is exemplary only, and for example,
the mappings shown in FIGS. 3 to 8 can be combined, and any
mapping of the uplink data and the reception quality infor-
mation to be simultaneously transmitted from the mobile
station apparatus can be possible.

The way of mapping the reception quality information on
the resource element groups described above can be roughly
divided into two parts. The one is for increasing the resource
amount of the reception quality information in proportion to
that of resources allocated for the uplink data. For example, as
in the forms 1, 1' and 6, in case that four resource element
groups are mapped in one resource block as the reception
quality information, if two resource blocks are allocated the
reception quality information is transmitted in eight resource
element groups. The other is for changing the mapping so that
the resource amount (the number of resource elements) of the
reception quality information can be always constant,
depending on resource allocation for the uplink data. An
example of this mapping is any of the mappings of form 2, 3,
5,7 or 8. In this embodiment, modulation scheme and coding
rate applied to the reception quality information are set to be
constant.

Now, the former and latter mapping methods described
above are defined as “information-increasing type” and
“information-keeping type”, respectively. It will also be
described how to control each type of mapping method. First,
a control method for the information-increasing type of map-
ping method in the base station apparatus will be described.
When performing the information-increasing type of map-
ping, the base station apparatus can transmit, to a mobile
station apparatus, a RRC signaling including information
indicating the minimum amount and/or the maximum amount
of'resources in which the reception quality information can be
mapped.

Note here that, for example, the minimum amount of
resources, in which the reception quality information can be
mapped, can be set as the resource amount of the reception
quality information (e.g., the number of modulation symbols,
the number of resource elements, the information amount,
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etc.) that can be mapped in one resource block. That is, it is the
maximum resource amount of the reception quality informa-
tion that can be mapped in one resource block. Meanwhile,
the maximum amount of resources, in which the reception
quality information can be mapped, can be set as the maxi-
mum resource amount of the reception quality information
(e.g., the number of modulation symbols, the number of
resource elements, the information amount, etc.) that can be
mapped in resource blocks allocated by the base station appa-
ratus.

A mobile station apparatus continues to perform the map-
ping of the uplink data and the reception quality information
with the information-increasing type (see the forms 1, 1' and
6) based on the number of resource blocks and/or the trans-
port block size allocated by the 1.1/1.2 grant before reaching
the minimum amount of resources, in which the reception
quality information can be mapped (the maximum amount of
the reception quality information to be mapped in one
resource block), set by the RRC signaling from the base
station apparatus.

Additionally, in case that the resources calculated based on
the L.1/1.2 grant in mapping the reception quality information
exceed the maximum amount of resources, in which the
reception quality information can be mapped, set by the RRC
signaling from the base station apparatus, the mobile station
apparatus maps the uplink data and the reception quality
information, and so that the resource amount does not exceed
the maximum amount of resources set by the base station
apparatus, by decreasing the resource amount in the time
direction for mapping the reception quality information as
shown in the form 7, or by decreasing the reduction rate of the
uplink data to decrease the ratio of resource amount for map-
ping the reception quality information as shown in the form 8.

Furthermore, in case that the resources calculated based on
the L.1/1.2 grant in mapping the reception quality information
fall below the minimum amount of resources, in which the
reception quality information can be mapped, set by the RRC
signaling from the base station apparatus, the mobile station
apparatus maps the uplink data and the reception quality
information, and so that the resource amount does not fall
below the minimum amount set by the base station apparatus,
by increasing the resource amount in the time direction for
mapping the reception quality information as shown in the
form 7, or by increasing the reduction rate of the uplink data
to increase the ratio of resource amount for mapping the
reception quality information as shown in the form 8.

In this way, the base station apparatus transmits the RRC
signaling including information indicating the minimum
amount and/or the maximum amount of resources in which
the reception quality information can be mapped. Having
received the signal, the mobile station apparatus changes the
mapping of the uplink data and the reception quality infor-
mation, and transmits them simultaneously. Hereby, even
when the resources for transmitting the reception quality
information calculated based on the I.1/1.2 grant is larger (i.e.,
when the uplink data having larger information amount is
transmitted), the transmission of the reception quality infor-
mation with a certain amount or more (i.e., the reception
quality information having too large information amount) by
the mobile station apparatus can be avoided, and significant
increase of overhead of the uplink caused by the transmission
of the reception quality information can be avoided. Also,
even when the resources for transmitting the reception quality
information calculated based on the [.1/L.2 grant is smaller
(i.e., when the uplink data having smaller information amount
is transmitted), the mobile station apparatus can transmit the
reception quality information with a certain amount or more
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(the reception quality information set by the minimum
amount), and the quality of the reception quality information
can be maintained above a certain level. Moreover, by setting
the minimum amount that can be calculated based on the
L1/1.2 grant as the minimum amount, the transmission of the
reception quality information that falls below the minimum
amount by the mobile station apparatus can be avoided. Here,
by defining an equation for the resources for transmitting the
reception quality information not to exceed the maximum
amount and not to fall below the minimum amount, each of
which can be calculated based on the [.1/1.2 grant, the maxi-
mum amount or the minimum amount need not to be set by
using the RRC signaling.

Subsequently, a control method for the information-keep-
ing type of mapping method in a base station apparatus will be
described. When the mobile station apparatus performs the
information-keeping type of mapping, the base station appa-
ratus can transmit, to the mobile station apparatus, the RRC
signaling including information indicating a certain amount
(keeping value, hereinafter) of resources in which the recep-
tion quality information can be mapped. Note here that the
keeping amount of resources, in which the reception quality
information can be mapped, can be defined as a certain
resource amount (e.g., the number of modulation symbols,
the number of resource elements, the information amount,
etc.) of the reception quality information that can be mapped
in resource blocks allocated by the base station. If the RRC
signaling from the base station apparatus sets the keeping
value to a size of “10”, the mobile station apparatus maps the
uplink data and the reception quality information having a
size of “10” whatever number of resource blocks and/or trans-
port block size are allocated by the [L1/[.2 grant.

Additionally, in case that the amount of resources calcu-
lated in mapping the reception quality information exceed the
keeping amount of resources, in which the reception quality
information can be mapped, set by the RRC signaling from
the base station apparatus, the mobile station apparatus maps
the uplink data and the reception quality information, and so
that the resource amount does not exceed the keeping amount
set by the base station apparatus, by decreasing the resource
amount in the time direction for mapping the reception qual-
ity information as shown in the form 7, or by decreasing the
reduction rate of the uplink data to decrease the proportion of
resource amount for mapping the reception quality informa-
tion as shown in the form 8.

Furthermore, in case that the amount of resources calcu-
lated in mapping the reception quality information fall below
the keeping amount of resources, in which the reception qual-
ity information can be mapped, set by the RRC signaling from
the base station apparatus, the mobile station apparatus maps
the uplink data and the reception quality information, and so
that the resource amount does not fall below the keeping
amount set by the base station apparatus, by increasing the
resource amount in the time direction for mapping the recep-
tion quality information as shown in the form 7, or by increas-
ing the reduction rate of the uplink data to increase the
resource amount for the reception quality information as
shown in the form 8.

In this way, the base station apparatus transmits the RRC
signaling including information (keeping value) indicating a
certain amount of resources in which the reception quality
information can be mapped. Having received the signal, the
mobile station apparatus simultaneously transmits the uplink
data and a certain amount of the reception quality informa-
tion. Hereby, the mobile station apparatus can transmit a
certain amount of the reception quality information without
depending on resources allocated by the [L.1/[.2 grant.
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FIG. 9 illustrates a sequence chart of operations of a base
station apparatus and a mobile station apparatus according to
the first embodiment of the invention. First, the base station
apparatus allocates resources for the mobile station apparatus
to transmit the uplink data by using the [L1/[.2 grant (step
S61). Here, it is assumed that the resources are allocated
according to the form 1 in FIG. 3. Next, having received the
L1/1.2 grant from the base station apparatus, the mobile sta-
tion apparatus simultaneously transmits the uplink data and
the reception quality information with the information map-
ping (of the form 1, herein) associated with the allocated
resources (step S62).

Next, the base station apparatus again allocates resources
for the mobile station apparatus to transmit the uplink data by
using the [L.1/1.2 grant (step S63). Here, it is assumed that the
resources are allocated according to the form 2 in FIG. 3.
Next, having received the L1/1.2 grant from the base station
apparatus, the mobile station apparatus simultaneously trans-
mits the uplink data and the reception quality information
with the information mapping (of the form 2, herein) associ-
ated with the allocated resources (step S64). Here, the map-
ping of the uplink data and the reception quality information
associated with the resources allocated by the base station
apparatus using the [.1/1.2 grant can be predetermined.

As described above, by predetermining the mapping of the
uplink data and the reception quality information in accor-
dance with the resource allocation of the uplink data from the
base station apparatus, and by the mobile station apparatus
performing the mapping of the uplink data and the reception
quality information in accordance with the resource alloca-
tion of the uplink data from the base station apparatus, the
transmission of control signals to specify the mapping of
respective information is unnecessary. As a result, inefficient
use of the downlink resources can be reduced. Additionally,
since the information mapping in simultaneously transmit-
ting the uplink data and the reception quality information is
changed in accordance with the way of allocating the uplink
resources, any control signals for changing the mapping of
respective information is not needed, and the delay in chang-
ing the mapping of respective information can be reduced.

According to the first embodiment, the base station appa-
ratus allocates resources for the uplink data. However, since
performing the mapping of the reception quality information
simultaneously transmitted with the uplink data in accor-
dance with this resource allocation, as a result, the base sta-
tion apparatus allocates resources for the uplink data and the
reception quality information.

The first embodiment of the invention described above can
be applied when the uplink data and the ACK/NACK are
transmitted simultaneously. That is, by predetermining the
mapping of the uplink data and the ACK/NACK in accor-
dance with the resource allocation of the uplink data from the
base station apparatus, and by the mobile station apparatus
performing the mapping of the uplink data and the ACK/
NACK in accordance with the resource allocation of the
uplink data from the base station apparatus, control signals to
specify the mapping of respective information (the uplink
data and the ACK/NACK) are unnecessary. As a result, inef-
ficient use of the downlink resources can be reduced. Addi-
tionally, since the information mapping in simultaneously
transmitting the uplink data and the ACK/NACK is changed
in accordance with the way of allocating the uplink resources,
any control signals for changing the mapping of respective
information is not needed, and the delay in changing the
mapping of respective information can be reduced.

Second Embodiment

According to a second embodiment, the mobile station
apparatus determines modulation scheme and coding rate to
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be applied to the reception quality information simulta-
neously transmitted based on modulation scheme and coding
rate applied to the uplink data allocated by the base station
apparatus using the [.1/1.2 grant.

The base station apparatus allocates resources for the
uplink data by using the I.1/1.2 grant, and specifies the modu-
lation scheme and the coding rate applied to the uplink data.
Having received this signal, the mobile station apparatus
determines the modulation scheme and the coding rate to be
applied to the reception quality information based on those
applied to the uplink data. Note here that the modulation
scheme and the coding rate to be applied to the uplink data by
the base station apparatus using the I.1/1.2 grant and those to
be applied associated with the reception quality information
by the mobile station apparatus can be predetermined.

FIG. 10 illustrates the content of a predefined table in a
mobile communication system according to the second
embodiment. As shown in FIG. 10, the modulation scheme
and the coding rate to be applied to the uplink data by the base
station apparatus are associated with those to be applied to the
reception quality information. As shown in FIG. 10, it is
predetermined in case that the base station apparatus specifies
applying modulation scheme QPSK and coding rate Y% to the
uplink data, then the mobile station apparatus applies modu-
lation scheme QPSK or BPSK and coding rate % or Vis to the
reception quality information for transmission. In addition,
for example, it is predetermined in case that the base station
apparatus specifies applying modulation scheme 16QAM
and coding rate % to the uplink data, then the mobile station
apparatus applies modulation scheme 16QAM or QPSK and
coding rate %4 or % to the reception quality information for
transmission.

That is, for example, by the base station apparatus speci-
fying applying modulation scheme 16QAM and coding rate
V4 to the uplink data, then the uplink data to which modulation
scheme 16QAM and coding rate Y4 are applied and the recep-
tion quality information to which modulation scheme
16QAM or QPSK and coding rate Y4 or Y4 are applied are
simultaneously transmitted from the mobile station appara-
tus. Note here that the coding rate applied to the uplink data
and the coding rate applied to the reception quality informa-
tion can be calculated from the modulation scheme and the
transport block size to be transmitted. That is, the modulation
scheme and the transport blocks to be transmitted can be
predefined.

This association between the modulation scheme and the
coding rate of the uplink data and those of the reception
quality information can be mapped in advance in one-to-one
or one-to-many manner. For one-to-many manner mapping,
the blind decoding described below will be applied with
multiple modulation schemes and coding rates associated
with the modulation scheme and the coding rate of the uplink
data on demodulating the reception quality information in the
base station apparatus.

Generally, in case that high modulation scheme and high
coding rate are used for transmitting information, larger
amount of information can be transmitted. On the other hand,
in case that low modulation scheme and low coding rate are
used, highly reliable information can be transmitted. As
described above, by predetermining the modulation scheme
and the coding rate applied to the reception quality informa-
tion associated with those applied to the uplink data by the
base station apparatus, the modulation scheme and the coding
rate of the reception quality information simultaneously
transmitted with the uplink data can comply with those of the
uplink data, improving probability of successful transmission
of the reception quality information.
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When specifying the modulation scheme and the coding
rate to be applied to the uplink data by using the L.1/1.2 grant
for the mobile station apparatus, the base station apparatus
can decode respective information based on the modulation
scheme and the coding rate of the reception quality informa-
tion because the base station apparatus knows in advance the
modulation scheme and the coding rate of the reception qual-
ity information simultaneously transmitted with the uplink
data. Note here that in case that the association between the
modulation scheme and the coding rate of the uplink data and
those of the reception quality information is mapped in one-
to-many manner, the decoding will be attempted for all pos-
sible modulation schemes and coding rates (blind decoding),
and then the results will be checked by the cyclic redundancy
check (CRC) for correct modulation. The base station appa-
ratus applies adaptive modulation and coding and/or fre-
quency selective scheduling to the downlink data base on the
correctly demodulated reception quality information.

FIG. 11 illustrates a sequence chart of operations of a base
station apparatus and a mobile station apparatus according to
the second embodiment of the invention. First, the base sta-
tion apparatus specifies the modulation scheme and the cod-
ing rate applied to the uplink data by using [.1/1.2 grant (step
S71). Here, it is assumed that modulation scheme A and
coding rate B are specified as the modulation scheme and the
coding rate applied to the uplink data. Next, having received
the L1/.2 grant from the base station apparatus applies, the
mobile station apparatus applies modulation scheme and cod-
ing rate associated with the modulation scheme A and the
coding rate B to the reception quality information. Here, it is
assumed that modulation scheme C and coding rate D are
applied to the reception quality information associated with
the modulation scheme A and the coding rate B, respectively.
Then, the mobile station apparatus simultaneously transmits,
to the base station apparatus, the uplink data to which the
modulation scheme A and the coding rate B are applied and
the reception quality information to which the modulation
scheme C and the coding rate D are applied (step S72).

Next, the base station apparatus again specifies modulation
scheme and coding rate applied to the uplink data by using the
L1/1.2 grant (step S73). Here, it is assumed that modulation
scheme E and coding rate F are specified as the modulation
scheme and the coding rate applied to the uplink data. Next,
having received the 1.1/1.2 grant from the base station appa-
ratus, the mobile station apparatus applies modulation
scheme and coding rate associated with the modulation
scheme E and coding rate F to the reception quality informa-
tion. Here, it is assumed that modulation scheme G and cod-
ing rate H are applied to the reception quality information
associated with the modulation scheme E and coding rate F,
respectively. Then, the mobile station apparatus simulta-
neously transmits, to the base station apparatus, the uplink
data to which the modulation scheme E and the coding rate F
are applied and the reception quality information to which the
modulation scheme G and the coding rate H are applied (step
S74). Here, the modulation scheme and the coding rate of the
reception quality information associated with those applied to
the uplink data by the base station apparatus using the .1/1.2
grant are predetermined.

As described above, the modulation scheme and the coding
rate of the reception quality information simultaneously
transmitted with the uplink data are predetermined in accor-
dance with those applied to the uplink data specified by the
base station apparatus, and the mobile station apparatus can
apply the modulation scheme and the coding rate to the recep-
tion quality information in accordance with the specification
of'the modulation scheme and the coding rate to be applied to
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the uplink data. As a result, the reception quality information
transmitted from the mobile station apparatus to the base
station apparatus can comply with the modulation scheme
and the coding rate of the uplink data, improving probability
of successful transmission of the reception quality informa-
tion.

According to the second embodiment, the base station
apparatus specifies the modulation scheme and the coding
rate to be applied to the uplink data. However, as the modu-
lation scheme and the coding rate of the reception quality
information simultaneously transmitted with the uplink data
can also be specified accordingly, the base station apparatus
specifies the modulation scheme and the coding rate of the
uplink data and the reception quality information as a result.

The second embodiment of the invention described above
can be applied also when the uplink data and the ACK/NACK
are simultaneously transmitted. That is, by predetermining
the modulation scheme and the coding rate of the ACK/
NACK simultaneously transmitted with the uplink data in
accordance with the specification of those to be applied to the
uplink data from the base station apparatus, and by the mobile
station apparatus applying the modulation scheme and the
coding rate to the ACK/NACK in accordance with the speci-
fication of those to be applied to the uplink data from the base
station apparatus, the ACK/NACK transmitted from the
mobile station apparatus to the base station apparatus can
comply with the modulation scheme and the coding rate of the
uplink data, improving probability of successful transmission
of the reception quality information.

Third Embodiment

In view of the first and second embodiments described
above, a specific operational example of the base station
apparatus and the mobile station apparatus will be described
as a third embodiment. FIG. 12 illustrates the [.1/1.2 grant
transmitted from the base station apparatus to the mobile
station apparatus, reception quality information aperiodically
transmitted, reception quality information periodically trans-
mitted, uplink data from the mobile station apparatus to the
base station apparatus, and a transmission form for simulta-
neously transmitting the uplink data or the uplink data and the
reception quality information. A periodical transmission of
the reception quality information from the mobile station
apparatus to the base station apparatus can be achieved, for
example, by the base station apparatus transmitting the [.1/1.2
grant including one-bit information, by the mobile station
apparatus transmitting the reception quality information to
the base station apparatus after having received the signal.
Meanwhile, periodical transmission of the reception quality
information from the mobile station apparatus to the base
station apparatus can be achieved, for example, by the base
station apparatus transmitting the RRC signaling including
information setting periodicity for transmitting the reception
quality information from the base station apparatus to the
mobile station apparatus, by the mobile station apparatus
transmitting the reception quality information with the set
periodicity to the base station apparatus after having received
the signal. FIG. 12 illustrates, as an example, operations of the
slots 1 to 10. Also, on the right side of FIG. 12 is shown a
processing flow of each slot. In this figure, for clarity of
processing flows, only some arrows are illustrated, that is, an
arrow related to the slot 1 shows a processing flow from the
base station apparatus, and other arrows related to other slots
show the processing flows from the mobile station apparatus,
which will be described in detail below.
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FIG. 13 illustrates a predefined table of modulation scheme
and coding rate utilized in the third embodiment. The mobile
station apparatus, for which modulation scheme and coding
rate are specified for the uplink data by the [.1/[.2 grant from
the base station apparatus, applies modulation scheme and
coding rate to the reception quality information by using the
table defined in FIG. 13. For example, if the base station
apparatus specifies modulation scheme QPSK and coding
rate Y& of the uplink data, then the mobile station apparatus
applies modulation scheme BPSK and coding rate % to the
reception quality information.

Turning back to FIG. 12, operations of each slot will be
described. A base station apparatus transmits the RRC sig-
naling including the minimum amount and/or the maximum
amount and the keeping amount of resources in which the
reception quality information can be mapped for the mobile
station apparatus to simultaneously transmit the uplink data
and the reception quality information. For clarity of explana-
tion, the minimum value, the maximum value and the keeping
value of information amount, in which the reception quality
information can be mapped, are set to 10, 50, and 20 respec-
tively. Here, those values are set only as an example, the
minimum value and/or the maximum value and the keeping
value of resources, in which the reception quality information
can be mapped, can be set, for example, by using the number
of modulation symbols, the number of resource elements for
mapping the reception quality information, and the informa-
tion amount (the number of bits) of the reception quality
information, before mapping the reception quality informa-
tion onto the resource elements. In addition, in the slot 1, all
of the minimum value and/or the maximum value and the
keeping value are not necessarily be set.

The slot 2 is a slot which is set in advance by the base
station apparatus to transmit the reception quality informa-
tion periodically. At the slot 2, by using the 1.1/L.2 grant, the
base station apparatus allocates resources used for the mobile
station apparatus to transmit the uplink data. Having received
this signal, the mobile station apparatus simultaneously trans-
mits the uplink data and the reception quality information
with the information-keeping type of mapping method by
using the allocated resources.

Furthermore, the operation of the mobile station apparatus
at the slot 2 will be described. At the slot 2, the mobile station
apparatus transmits, to the base station apparatus, the uplink
data and the reception quality information with the informa-
tion-keeping type of mapping method. The information-
keeping type of mapping method is a mapping method to
transmit a certain amount of the reception quality information
with the keeping amount set by the RRC signaling.

Specifically, herein, the keeping value in which the recep-
tion quality information can be mapped is set to 20 by the
RRC signaling from the base station apparatus. In this case,
by using the [.1/1.2 grant, the base station apparatus sets to use
one resource block as resources, modulation scheme QPSK,
and coding rate /s for transmitting the uplink data. Referring
to the table shown in FIG. 13, this means modulation scheme
and coding rate of the reception quality information are set to
BPSK and Y16, respectively. With this control from the base
station apparatus, the mobile station apparatus transmits, by
using one resource block, the uplink data to which modula-
tion scheme QPSK and coding rate Y% are applied, and the
reception quality information with a size of 20 to which
modulation scheme BPSK and coding rate Yis are applied.
Therefore, the amount of resources used for this reception
quality information is 320 (i.e., 20¥1*16).

Also, by using the [.1/L.2 grant, the base station apparatus
sets to use two resource blocks as resources, modulation
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scheme QPSK, and coding rate Y% for transmitting the uplink
data. Referring to the table shown in FIG. 13, this means
modulation scheme and coding rate of the reception quality
information are set to BPSK and Vis, respectively. That is,
with this control from the base station apparatus, the mobile
station apparatus transmits, by using two resource blocks, the
uplink data to which modulation scheme QPSK and coding
rate Y& are applied, and the reception quality information with
a size of 20 to which modulation scheme BPSK and coding
rate Vis are applied. Therefore, the amount of resources used
for this reception quality information is 320 (i.e., 20¥1*16).

Furthermore, by using the [.1/L.2 grant, the base station
apparatus sets to use two resource blocks as resources, modu-
lation scheme QPSK, and coding rate %4 for transmitting the
uplink data. Referring to the table shown in FIG. 13, this
means modulation scheme and coding rate of the reception
quality information are set to BPSK and 4, respectively. That
is, with this control from the base station apparatus, the
mobile station apparatus transmits, by using two resource
blocks, the uplink data to which modulation scheme QPSK
and coding rate Y4 are applied, and the reception quality
information with a size of 20 to which modulation scheme
BPSK and coding rate 4 are applied. Therefore, the amount
of'resources used for transmitting this reception quality infor-
mation will be 160 (i.e., 20%1*8).

The slot 3 is a slot which is set by the base station apparatus
to transmit the reception quality information aperiodically.
The slot is also set by controlling from the base station appa-
ratus to transmit the reception quality information in a trig-
gered manner. At the slot 3, by using the [.1/1.2 grant, the base
station apparatus allocates resources used for the mobile sta-
tion apparatus to transmit the uplink data. Having received
this signal, the mobile station apparatus simultaneously trans-
mits the uplink data and the reception quality information
with the information-increasing type of mapping method by
using the allocated resources.

Furthermore, the operation of the mobile station apparatus
at the slot 3 will be described. At the slot 3, the mobile station
apparatus transmits, to the base station apparatus, the uplink
data and the reception quality information with the informa-
tion-increasing type of mapping method. The information-
increasing type of mapping method is a mapping method to
transmit, in accordance with resources allocated by the .1/1.2
grant from the base station apparatus, the reception quality
information with the amount of resources for mapping the
reception quality information being increased in the range of
the minimum value and/or the maximum value set by the
RRC signaling.

Specifically, herein, the minimum value and the maximum
value, in which the reception quality information can be
mapped, are set to 10 and 250 respectively by the RRC sig-
naling from the base station apparatus (herein, the minimum
value and the maximum value are set with modulation
scheme BPSK and coding rate %i¢). In this case, by using the
L1/L.2 grant, the base station apparatus sets to use one
resource block as resources, modulation scheme QPSK, and
coding rate Y& for transmitting the uplink data. Referring to
the table shown in FIG. 13, this means modulation scheme
and coding rate of the reception quality information are set to
BPSK and Y16, respectively. With this control from the base
station apparatus, the mobile station apparatus transmits, by
using one resource block, the uplink data to which modula-
tion scheme QPSK and coding rate Y% are applied, and the
reception quality information with a size of 10 (10*1%1*
(V16)/(Y16)) to which modulation scheme BPSK and coding
rate Vis are applied. Therefore, the amount of resources used
for this reception quality information is 160 (i.e., 10¥1*16).
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Also, by using the [.1/L.2 grant, the base station apparatus
sets to use three resource blocks as resources for transmitting
uplink data, modulation scheme QPSK, and coding rate V4.
Referring to the table shown in FIG. 13, this means modula-
tion scheme and coding rate of the reception quality informa-
tion are set to BPSK and Vs, respectively. That is, with this
control from the base station apparatus, the mobile station
apparatus transmits, by using three resource blocks, the
uplink data to which modulation scheme QPSK and coding
rate %4 are applied, and the reception quality information with
a size of 30 (10%*3*1%(%1e6)/(Vi6)) to which modulation
scheme BPSK and coding rate 1/16 are applied. Therefore,
the amount of resources used for this reception quality infor-
mation is 480 (i.e., 30¥1*¥16).

Furthermore, by using the [.1/L.2 grant, the base station
apparatus sets to use three resource blocks as resources,
modulation scheme 16QAM, and coding rate Y4 for transmit-
ting the uplink data. Referring to the table shown in FIG. 13,
this means modulation scheme and the coding rate of the
reception quality information are set to QPSK and Y4, respec-
tively. That is, with this control from the base station appara-
tus, the mobile station apparatus transmits, by using three
resource blocks, the uplink data to which modulation scheme
16QAM and coding rate Y4 are applied, and the reception
quality information with a size of 240 (10*3*2%(14)/(Y16)) to
which modulation scheme QPSK and coding rate Y are
applied. Therefore, the amount of resources used for this
reception quality information is 480 (i.e, 240%*(%2)*4).
Herein, this mapping method is an increasing type of map-
ping method for resource blocks, modulation scheme, and
coding rate.

Alternatively, by using the [L1/[.2 grant, the base station
apparatus sets to use three resource blocks as resources,
modulation scheme 16QAM, and coding rate Y4 for transmit-
ting the uplink data. Referring to the table shown in FIG. 13,
this means modulation scheme and coding rate of the recep-
tion quality information are set to QPSK and Y4, respectively.
That is, with this control from the base station apparatus, the
mobile station apparatus transmits, by using three resource
blocks, the uplink data to which modulation scheme 16QAM
and coding rate %4 are applied, and the reception quality
information with a size of 30 (10*3*1*1) to which modula-
tion scheme QPSK and coding rate %4 are applied. Therefore,
the amount of resources used for this reception quality infor-
mation is 60 (i.e., 30*(12)*4). Herein, this mapping method is
an increasing type of mapping method for resource blocks,
while a keeping type of mapping method for modulation
scheme, and coding rate.

Furthermore, by using the [.1/L.2 grant, the base station
apparatus sets to use four resource blocks as resources, modu-
lation scheme 16QAM, and coding rate V4 for transmitting the
uplink data. Referring to the table shown in FIG. 13, this
means modulation scheme and coding rate of the reception
quality information are set to QPSK and %4, respectively. That
is, with this control from the base station apparatus, the
mobile station apparatus transmits, by using four resource
blocks, the uplink data to which modulation scheme 16QAM
and coding rate %4 are applied, and the reception quality
information with a size of 320 (10*4%2*(14)/(V16)) to which
modulation scheme QPSK and coding rate 4 are applied.
However, as the maximum value of resources, in which the
reception quality information can be mapped, is set to 250 by
the RRC signaling from the base station apparatus, the mobile
station apparatus transmits, to the base station apparatus, the
reception quality information with a size of 250. Therefore,
the amount of resources used for the reception quality infor-
mation is 500 (i.e., 250%(V2)*4).
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Atthesslot4 in FIG. 12, the base station apparatus transmits
the normal [L.1/[.2 grant. Having received the signal, the
mobile station apparatus transmits, to the base station appa-
ratus, the uplink data. Similar operation will be done at the
slot 8.

Similar to the slot 2, the slot 7 is a slot which is set in
advance by the base station apparatus to transmit the recep-
tion quality information periodically. At the slot 7, using the
L1/L.2 grant, the base station apparatus allocates resources
used for the mobile station apparatus to transmit the uplink
data. Having received this signal, the mobile station apparatus
simultaneously transmits the uplink data and the reception
quality information with the information-keeping type of
mapping method by using the allocated resources. The infor-
mation-keeping type of mapping method is similar to that of
the slot 2.

Similar to the slot 3, the slot 10 is a slot which is set by the
base station apparatus to transmit the reception quality infor-
mation aperiodically. The slot is also set by controlling from
the base station apparatus to transmit the reception quality
information in a triggered manner. At the slot 10, by using the
L1/L.2 grant, the base station apparatus allocates resources
used for amobile station apparatus to transmit the uplink data.
Having received this signal, the mobile station apparatus
simultaneously transmits the uplink data and the reception
quality information with the information-increasing type of
mapping method by using the allocated resources. The infor-
mation-increasing type of mapping method is similar to that
of the slot 3.

As for the information-keeping type of mapping method
performed in the slots 2 and 7, as well as the information-
increasing type and information-keeping type of mapping
method performed in the slots 3 and 10, the information
amount used for the reception quality information and the
number of modulation symbols used for the uplink data, for
example, can be calculated as shown in the equations below.
Let Nrb, Md, and Cd be the number of resource blocks, a
symbol rate for modulation scheme, and a coding rate,
respectively, allocated by the L1/1.2 grant for transmitting the
uplink data. Additionally, let Mc and CC be a symbol rate for
modulation scheme and coding rate of the reception quality
information, respectively, set with a predefined table such as
shown in FIG. 13. Further, let MaxR, MinR (in the case of
using a symbol rate Mo and coding rate Co), and ConR be the
maximum value, the minimum value and the keeping value of
the information amount, respectively, in which the reception
quality information can be mapped, are set by the RRC sig-
naling from the base station apparatus. Herein, the minimum
value, the maximum value and the keeping value of resources,
in which the reception quality information can be mapped, are
set as the information amount of the reception quality infor-
mation, for example, the resources can be set with the number
of modulation symbols, or the number of resource elements
for mapping the reception quality information before the
reception quality information being mapped onto the
resource elements.

First, the information-increasing type of mapping method
can be defined with the following equation. The symbol rate
Mc for modulation scheme and the coding rate Cc of the
reception quality information can be defined as a function of
the symbol rate Md and the coding rate Cd for the uplink data,
and predefined with a table based on the specification and so
on such as shown in FIG. 13:

(Me,Cey=fiMd,Cd)
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Therefore, the number of modulation symbols Ncs used for
the reception quality information from the mobile station
apparatus can be represented using the Mc and the Cc as
follows:

Nes=Bc*Me*1/Ce*a

Here, as the information-increasing type of mapping
method is a mapping method to transmit the reception quality
information with the information amount of the reception
quality information being increased in the range of the mini-
mum value and/or the maximum value, which are set by the
RRC signaling from the base station apparatus, the Bc can be
defined as follows:

BC-MAXMIN(MaxR,MinR *Nrb *Mc*1/Cc*1/
Mo*Co MinR)
That is, the number of modulation symbols Nds used for
the uplink data can be represented as follows:

Nds=Nrb*168-Ncs-y

Where a, 3, y are coefficients and vary with other factors,
such as the number of reference symbols included in resource
blocks, or the spreading ratios applied to information, etc.

Subsequently, the information-keeping type of mapping
method can be defined with the following equation. The sym-
bol rate Mc for modulation scheme and the coding rate Cc of
the reception quality information can be defined as a function
of the symbol rate Md and the coding rate Cd for the uplink
data and predefined with a table such as shown in FI1G. 13:

(Me, Ce)=fiMd,Cd)

Therefore, the number of modulation symbols Ncs used for
the reception quality information from the mobile station
apparatus can be represented using Mc and Cc as follows:

Nes=ConR*Mc*1/Ce*p

Here, as the information-keeping type of mapping method
is a mapping method to transmit the reception quality infor-
mation with a certain information amount of the reception
quality information by the keeping value, which is set by the
RRC signaling from the base station apparatus, the Bc can be
defined as follows:

BC=ConR

That is, the number of modulation symbols Nds used for
the uplink data can be represented as follows:

Nds=Nrb*168-Ncs-y

where o, p, v are coefficients and vary with other factors,
such as the number of reference symbols included in resource
blocks, or the spreading ratios applied to information, etc.

In this way, the base station apparatus transmits the RRC
signaling including information indicating the minimum
amount and/or the maximum amount of resources in which
the reception quality information can be mapped. Having
received the signal, the mobile station apparatus changes the
mapping of the uplink data and the reception quality infor-
mation, and simultaneously transmits them. Hereby, even
when the resources for transmitting the reception quality
information calculated based on the I.1/1.2 grant is larger (i.e.,
when the uplink data having larger information amount is
transmitted), the transmission of the reception quality infor-
mation with a certain amount or more (i.e., the reception
quality information having too large information amount) by
the mobile station apparatus can be avoided, and significant
increase of overhead of the uplink caused by the transmission
of the reception quality information can be avoided. Also,
even when the resources for transmitting the reception quality
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information calculated based on the [.1/L.2 grant is smaller
(i.e., when the uplink data having smaller information amount
is transmitted), the mobile station apparatus can transmit the
reception quality information with a certain amount or more
(the reception quality information set by the minimum
amount), and the quality of the reception quality information
can be maintained above a certain level. Moreover, by setting
the minimum amount that can be calculated based on the
L1/1.2 grant as the minimum amount, the transmission of the
reception quality information that falls below the minimum
amount by the mobile station apparatus can be avoided. Here,
by defining an equation for the resources for transmitting the
reception quality information not to exceed the maximum
amount and not to fall below the minimum amount, each of
which can be calculated based on the [.1/1.2 grant, the maxi-
mum amount or the minimum amount need not to be set by
using the RRC signaling.

Also, the base station apparatus transmits the RRC signal-
ing including information indicating the keeping value of
resources in which the reception quality information can be
mapped. Having received the signal, the mobile station appa-
ratus simultaneously transmits the uplink data and a certain
amount of the reception quality information. Hereby, the
mobile station apparatus can transmit a certain amount of the
reception quality information without depending on
resources allocated by the [.1/L.2 grant.

Also, by the mobile station apparatus applying the infor-
mation-keeping type of mapping method in transmitting the
uplink data and periodic reception quality information, a
certain amount of the reception quality information can be
periodically transmitted to the base station apparatus. Mean-
while, by the mobile station apparatus applying the informa-
tion-increasing type of mapping method in transmitting the
uplink data and aperiodic reception quality information, the
reception quality information comply with resources allo-
cated by the [.1/1.2 grant can be transmitted to the base station
apparatus.

According to the first and second embodiments of the
invention described above, the base station apparatus can
transmit control information for specifying a transmission
format (resource information (mapping onto resource ele-
ment) and/or modulation scheme and/or coding rate) of infor-
mation (uplink data and/or reception quality information and/
or HARQ ACK/NACK) transmitted in the uplink, while the
mobile station apparatus can transmit, to the base station
apparatus, information in the uplink based on the transmis-
sion format specified by the base station apparatus.

As described above, the mobile station apparatus accord-
ing to the embodiments is directed to the mobile station
apparatus in the mobile communication system where the
mobile station apparatus transmits, to the base station appa-
ratus, the reception quality information indicating quality of
signals received from the base station apparatus, wherein the
mobile station apparatus calculates, from information
amount of the reception quality information and modulation
scheme and coding rate of the uplink data, number of symbols
for the reception quality information, and transmits, to the
base station apparatus, the reception quality information with
the calculated number of symbols together with the uplink
data.

In addition, in the mobile station apparatus of the embodi-
ment, the reception quality information is mapped to a lower
frequency for resources allocated by the base station appara-
tus.

In addition, the mobile station apparatus according to the
embodiments is directed to the mobile station apparatus in the
mobile communication system where the mobile station
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apparatus transmits, to a base station apparatus, the ACK/
NACK of the HARQ for downlink data, wherein the mobile
station apparatus calculates, from information amount of the
ACK/NACK and modulation scheme and coding rate of the
uplink data, number of symbols for the ACK/NACK, and
transmits, to the base station apparatus, the ACK/NACK with
the calculated number of symbols together with the uplink
data.

In addition, the mobile station apparatus according to the
embodiment is directed to the mobile station apparatus in the
mobile communication system where the mobile station
apparatus transmits, to a base station apparatus, the reception
quality information indicating quality of signals received
from the base station apparatus, wherein the mobile station
apparatus keeps information amount for the reception quality
information constant without depending on resources allo-
cated by the base station apparatus, calculates number of
symbols for the reception quality information according to
control information for the uplink data specified by the base
station apparatus, and transmits, to the base station apparatus,
the reception quality information with the calculated number
of symbols together with the uplink data.

In addition, the mobile station apparatus according to the
embodiment is directed to the mobile station apparatus in the
mobile communication system where the mobile station
apparatus transmits, to the base station apparatus, the ACK/
NACK of the HARQ for downlink data, wherein the mobile
station apparatus keeps information amount for the ACK/
NACK constant without depending on resources allocated by
the base station apparatus, calculates number of symbols for
the ACK/NACK according to control information for the
uplink data specified by the base station apparatus, and trans-
mits, to the base station apparatus, the ACK/NACK with the
calculated number of symbols together with the uplink data.

In addition, the mobile communication system according
to the embodiment is directed to the mobile communication
system where the mobile station apparatus measures the
reception quality of signals received from the base station
apparatus, and transmits, to the base station apparatus, the
reception quality information, while the base station appara-
tus allocates, to the mobile station apparatus, resources based
onthe reception quality information received from the mobile
station apparatus, wherein the base station apparatus trans-
mits, to the mobile station apparatus, control information for
specifying a transmission format for the mobile station appa-
ratus to transmit information by using the uplink, the mobile
station apparatus transmits, to the base station apparatus, the
uplink data and the reception quality information together
based on the specified transmission format in case of having
received the control information from the base station appa-
ratus.

In addition, in the mobile communication system of the
embodiment, the transmission format of information to be
transmitted by using the uplink is that of the uplink data.

In this way, as the base station apparatus transmits, to the
mobile station apparatus, control information for specifying a
transmission format for the mobile station apparatus to trans-
mit information by using the uplink, and the mobile station
apparatus transmits, to the base station apparatus, the uplink
data and the reception quality information together based on
the specified transmission format in case of having received
the control information from the base station apparatus, the
transmission of any control signals for specifying the map-
ping of respective information can be omitted, and the down-
link resources can be effectively utilized. Additionally, as the
transmission format is specified based on the way of allocat-
ing uplink resources, the mapping of the uplink data and the
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reception quality information can be changed, and the trans-
mission of control signals for changing the mapping of
respective information can be omitted. As a result, any delay
occurring in changing the mapping of respective information
can be reduced.

In addition, in the mobile communication system of the
embodiment, the base station apparatus transmits, to the
mobile station apparatus, as the control information, resource
information specified by frequency component and time
component, and the mobile station apparatus transmits, to the
base station apparatus, the uplink data and the reception qual-
ity information together in a transmission format based on
mapping of the uplink data and the reception quality infor-
mation, which is associated with the resource information
received from the base station apparatus.

In this way, by transmitting resource information specified
by frequency component and time component to the mobile
station apparatus, the transmission format for the mobile
station apparatus to transmit, to the base station apparatus, the
uplink data and the reception quality information together can
specified. Hereby, the transmission of any control signals for
specifying the mapping of respective information can be
omitted, and the downlink resources can be eftectively uti-
lized.

In addition, in the mobile communication system of the
embodiment, the base station apparatus transmits, to the
mobile station apparatus, as the control information, infor-
mation for specifying modulation scheme and coding rate of
the uplink data, and the mobile station apparatus identifies
modulation scheme and coding rate of the reception quality
information, which are associated with the information for
specifying modulation scheme and coding rate of the uplink
data received from the base station apparatus, and transmits,
to the base station apparatus, the uplink data to which the
modulation scheme and the coding rate of the information for
specifying modulation scheme and coding rate received from
the base station apparatus are applied, together with the
reception quality information to which the identified modu-
lation scheme and coding rate are applied.

In this way, the base station apparatus transmits, to the
mobile station apparatus, as the control information, infor-
mation for specifying modulation scheme and coding rate of
the uplink data, while the mobile station apparatus identifies
modulation scheme and coding rate of the reception quality
information, which are associated with the information for
specifying modulation scheme and coding rate of the uplink
data received from the base station apparatus, and transmits,
to the base station apparatus, the uplink data to which the
modulation scheme and the coding rate of the information for
specifying modulation scheme and coding rate received from
the base station apparatus are applied, together with the
reception quality information to which the identified modu-
lation scheme and coding rate are applied. Thereby, the recep-
tion quality information transmitted from the mobile station
apparatus to the base station apparatus can comply with the
modulation scheme and the coding rate of the uplink data,
improving probability of successful transmission of the
reception quality information.

In addition, the mobile communication system according
to the embodiment is directed to the mobile communication
system where the base station apparatus allocates, to a mobile
station apparatus, resources wherein the base station appara-
tus transmits, to the mobile station apparatus, control infor-
mation for specifying a transmission format for the mobile
station apparatus to transmit information by using the uplink,
and the mobile station apparatus transmits, to the base station
apparatus, the uplink data and the ACK/NACK together based
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on the specified transmission format in case of having
received the control information from the base station appa-
ratus.

In addition, in the mobile communication system of the
embodiment, the transmission format of information to be
transmitted by using the uplink is that of the uplink data.

In this way, as a base station apparatus transmits, to a
mobile station apparatus, control information for specifying a
transmission format for the mobile station apparatus to trans-
mit information, and the mobile station apparatus transmits,
to the base station apparatus, the uplink data and the ACK/
NACK together based on the specified transmission format in
case of having received the control information from the base
station apparatus, the transmission of any control signals for
specifying the mapping of respective information can be
omitted, and the downlink resources can be eftectively uti-
lized. Additionally, as the transmission format is specified
based on the way of allocating uplink resources, the mapping
of the uplink data and the ACK/NACK can be changed, and
the transmission of control signals for changing the mapping
of respective information can be omitted. As a result, any
delay occurring in changing the mapping of respective infor-
mation can be reduced.

In addition, in the mobile communication system of the
embodiment, the base station apparatus transmits, to the
mobile station apparatus, as the control information, resource
information specified by frequency component and time
component, and the mobile station apparatus transmits, to the
base station apparatus, the uplink data and the ACK/NACK
together in a transmission format based on mapping of the
uplink data and the ACK/NACK, which is associated with the
resource information received from the base station appara-
tus.

In this way, by transmitting resource information specified
from frequency component and time component to the
mobile station apparatus, the transmission format for the
mobile station apparatus to transmit, to the base station appa-
ratus, the uplink data and the ACK/NACK together can be
specified. Hereby, the transmission of any control signals for
specifying the mapping of respective information can be
omitted, and the downlink resources can be eftectively uti-
lized.

In addition, in the mobile communication system of the
embodiment, the base station apparatus transmits, to the
mobile station apparatus, as the control information, infor-
mation for specifying modulation scheme and coding rate of
the uplink data, and the mobile station apparatus identifies
modulation scheme and coding rate of the ACK/NACK,
which are associated with the information for specifying
modulation scheme and coding rate of the uplink data
received from the base station apparatus, and transmits, to the
base station apparatus, the uplink data to which the modula-
tion scheme and the coding rate of the information for speci-
fying modulation scheme and coding rate received from the
base station apparatus are applied, together with the ACK/
NACK to which the identified modulation scheme and coding
rate are applied.

In this way, the base station apparatus transmits, to the
mobile station apparatus, as the control information, infor-
mation for specifying modulation scheme and coding rate of
the uplink data, and the mobile station apparatus identifies
modulation scheme and coding rate of the ACK/NACK,
which are associated with the information for specifying
modulation scheme and coding rate of the uplink data
received from the base station apparatus, and transmits, to the
base station apparatus, the uplink data to which the modula-
tion scheme and the coding rate received from the base station
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apparatus are applied, together with the ACK/NACK to which
the identified modulation scheme and coding rate are applied.
Hereby, the ACK/NACK transmitted from the mobile station
apparatus to the base station apparatus can comply with the
modulation scheme and the coding rate of the uplink data,
improving probability of successtul transmission of the ACK/
NACK.

In addition, the base station apparatus according to the
embodiment is directed to the base station apparatus allo-
cates, to a mobile station apparatus, resources, and compris-
ing: a scheduler unit for performing scheduling of, for a
mobile station apparatus, including includes control informa-
tion for specifying a transmission format to transmit the
uplink data and the reception quality information together in
atransmission signal, and a transmitting unit for transmitting,
to the mobile station apparatus, the transmission signal
including the control information.

In this way, as the control information for specifying a
transmission format for the mobile station apparatus to trans-
mit the uplink data and the reception quality information
together is transmitted to the mobile station apparatus, the
transmission of any control signals for specifying the map-
ping of respective information can be omitted, and the down-
link resources can be effectively utilized.

In addition, in the base station apparatus of the embodi-
ment, the scheduler unit performs scheduling of including, as
the control information, resource information specified by
frequency component and time component in the transmis-
sion signal.

In this way, as the transmission of resource information
specified by frequency component and time component to the
mobile station apparatus, the transmission format for the
mobile station apparatus to simultaneously transmit, to the
base station apparatus, the uplink data and the reception qual-
ity information can be specified. Hereby, the transmission of
any control signals for specifying the mapping of respective
information can be omitted, and the downlink resources can
be effectively utilized.

In addition, in the base station apparatus of the embodi-
ment, the scheduler unit performs scheduling of including, as
the control information, information for specifying modula-
tion scheme and coding rate of uplink data in the transmission
signal.

In this way, as information for specifying modulation
scheme and coding rate of the uplink data is transmitted to the
mobile station apparatus as the control information, the
mobile station apparatus can identify modulation scheme and
coding rate of the reception quality information, which are
associated with the information, and transmit, to the base
station apparatus, the uplink data to which the modulation
scheme and the coding rate of the information are applied,
together with the reception quality information to which the
identified modulation scheme and coding rate are applied.
Hereby, the reception quality information transmitted from
the mobile station apparatus to the base station apparatus can
comply with the modulation scheme and the coding rate of the
uplink data, improving probability of successful transmission
of the reception quality information.

In addition, the base station apparatus according the
embodiment is directed to the base station allocates, to a
mobile station apparatus, resources, and comprising: a sched-
uler unit for performing scheduling of, for a mobile station
apparatus, including control information for specifying a
transmission format to transmit the uplink data and the ACK/
NACK together in a transmission signal, and a transmitting
unit for transmitting, to the mobile station apparatus, the
transmission signal including the control signal.
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In this way, as the control information for specifying a
transmission format for a mobile station apparatus to transmit
the uplink data and the ACK/NACK together is transmitted to
the mobile station apparatus, the transmission of any control
signals for specifying the mapping of respective information
can be omitted, and the downlink resources can be effectively
utilized.

In addition, in the base station apparatus of the embodi-
ment, the scheduler unit performs scheduling of including as
the control information, resource information specified by
frequency component and time component in the transmis-
sion signal.

In this way, as the transmission of resource information
specified from frequency component and time component to
the mobile station apparatus, the transmission format for the
mobile station apparatus to simultaneously transmit, to the
base station apparatus, the uplink data and the ACK/NACK
can be specified. Hereby, the transmission of any control
signals for specifying the mapping of respective information
can be omitted, and the downlink resources can be effectively
utilized.

In addition, in the base station apparatus of the embodi-
ment, the scheduler unit performs scheduling of including, as
the control information, information for specifying modula-
tion scheme and coding rate of uplink data in the transmission
signal.

In this way, as information for specifying modulation
scheme and coding rate of the uplink data is transmitted to the
mobile station apparatus as control information, the mobile
station apparatus can identify the modulation scheme and the
coding rate of the ACK/NACK, which are associated with the
information, and transmit, to the base station apparatus, the
uplink data to which the modulation scheme and the coding
rate of the information are applied, together with the ACK/
NACK to which the identified modulation scheme and coding
rate are applied. Hereby, the ACK/NACK transmitted from
the mobile station apparatus to the base station apparatus can
comply with the modulation scheme and the coding rate of the
uplink data, improving probability of successful transmission
of the ACK/NACK.

In addition, the mobile station apparatus according to the
embodiment is directed to the mobile station apparatus is
allocated resources by a base station apparatus, and compris-
ing: a receiving unit for receiving, from the base station
apparatus, control information for specifying a transmission
format of information to be transmitted using the uplink, and
a transmitting unit for transmitting, to the base station appa-
ratus, the uplink data and the reception quality information
together based on the specified transmission format in case
that the receiving unit has received the control information
from the base station apparatus.

In addition, in the mobile station apparatus of the embodi-
ment, the transmission format of information to be transmit-
ted using the uplink is that of the uplink data, and the receiv-
ing unit automatically recognizes the transmission format of
the reception quality information from that of the uplink data.

In this way, as the mobile station apparatus transmits, to the
base station apparatus, the uplink data and the reception qual-
ity information together based on the specified transmission
format in case of having received the control information
from the base station apparatus, the base station apparatus can
omit the transmission of any control signals for specifying the
mapping of respective information, and the downlink
resources can be effectively utilized. Additionally, as the
transmission format is specified based on the way of allocat-
ing uplink resources, the mapping of the uplink data and the
reception quality information can be changed, and the trans-
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mission of control signals for changing the mapping of
respective information can be omitted. As a result, any delay
occurring in changing the mapping of respective information
can be reduced.

In addition, in the mobile station apparatus of the embodi-
ment, in case that the receiving unit has received, from the
base station apparatus, resource information specified by fre-
quency component and time component as the control infor-
mation, the transmitting unit transmits, to the base station
apparatus, the uplink data and the reception quality informa-
tion together in the transmission format based on mapping of
the uplink data and the reception quality information, which
is associated with the resource information.

In this way, in case that resource information specified by
frequency component and time component is received from
the base station apparatus, the transmission format for trans-
mitting the uplink data and the reception quality information
together to the base station apparatus can be specified.
Hereby, the base station apparatus can omit the transmission
of any control signals for specifying the mapping of respec-
tive information, and the downlink resources can be effec-
tively utilized.

In addition, in the mobile station apparatus of the embodi-
ment, in case that the receiving unit has received, from the
base station apparatus, information for specifying modula-
tion scheme and coding rate of the uplink data as the control
information, the transmitting unit identifies modulation
scheme and coding rate of the reception quality information,
which are associated with the information for specifying
modulation scheme and coding rate of the uplink data
received from the base station apparatus, and transmits, to the
base station apparatus, the uplink data to which the modula-
tion scheme and coding rate of the information for specifying
modulation scheme and coding rate received from the base
station apparatus are applied, together with the reception
quality information to which the identified modulation
scheme and coding rate are applied.

In this way, in case of receiving, from the base station
apparatus, information for specifying modulation scheme
and coding rate of the uplink data as the control information,
the mobile station apparatus can identify modulation scheme
and coding rate of the reception quality information, which
are associated with the information, and transmit, to the base
station apparatus, the uplink data to which the modulation
scheme and coding rate of the control information are
applied, together with the reception quality information to
which the identified modulation scheme and coding rate are
applied. Hereby, the reception quality information transmit-
ted from the mobile station apparatus to the base station
apparatus can comply with the modulation scheme and the
coding rate of the uplink data, improving probability of suc-
cessful transmission of the reception quality information.

In addition, the mobile station apparatus according to the
embodiment is directed to the mobile station apparatus is
allocated resources by the base station apparatus, and com-
prising: a receiving unit for receiving, from the base station
apparatus, control information for specifying a transmission
format of information to be transmitted using the uplink, and
a transmitting unit for transmitting, to the base station appa-
ratus, the uplink data and the ACK/NACK together based on
the specified transmission format in case that the receiving
unit has received the control information from the base station
apparatus.

In addition, in the mobile station apparatus of the embodi-
ment, the transmission format of information to be transmit-
ted using the uplink is that of the uplink data and that of the
ACK/NACK.
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In addition, in the mobile station apparatus of the embodi-
ment, the transmission format of information to be transmit-
ted using the uplink is that of the uplink data, and the receiv-
ing unit automatically recognizes the transmission format of
the ACK/NACK from that of the uplink data.

In this way, as the mobile station apparatus transmits, to the
base station apparatus, the uplink data and the ACK/NACK
together based on the specified transmission format in case of
having received the control information from the base station
apparatus, the base station apparatus can omit the transmis-
sion of any control signals for specifying the mapping of
respective information, and the downlink resources can be
effectively utilized. Additionally, as the transmission format
is specified based on the way of allocating uplink resources,
the mapping of the uplink data and the ACK/NACK can be
changed, and the transmission of control signals for changing
the mapping of respective information can be omitted. As a
result, any delay occurring in changing the mapping of
respective information can be reduced.

In addition, in the mobile station apparatus of the embodi-
ment, in case that the receiving unit has received, from the
base station apparatus, resource information specified by fre-
quency component and time component as the control infor-
mation, the transmitting unit transmits, to the base station
apparatus, uplink data and ACK/NACK together in the trans-
mission format based on mapping of uplink data and ACK/
NACK, which is associated with the resource information.

In this way, in case that resource information specified by
frequency component and time component is received from
the base station apparatus, the transmission format for trans-
mitting the uplink data and the ACK/NACK together to the
base station apparatus can be specified. Hereby, the base
station apparatus can omit the transmission of any control
signals for specifying the mapping of respective information,
and the downlink resources can be effectively utilized.

In addition, in the mobile station apparatus of the embodi-
ment, in case that the receiving unit has received, from the
base station apparatus, information for specifying modula-
tion scheme and coding rate of uplink data as the control
information, the transmitting unit identifies modulation
scheme and coding rate of ACK/NACK, which are associated
with the information for specifying modulation scheme and
coding rate of uplink data received from the base station
apparatus, and transmits, to the base station apparatus, uplink
data to which the modulation scheme and coding rate of the
information for specifying modulation scheme and coding
rate received from the base station apparatus are applied,
together with ACK/NACK to which the identified modulation
scheme and coding rate are applied.

In this way, in case of receiving, from the base station
apparatus, information for specifying modulation scheme
and coding rate of the uplink data as the control information,
the mobile station apparatus can identify modulation scheme
and coding rate of the ACK/NACK, which are associated with
the information, and transmit, to the base station apparatus,
the uplink data to which the modulation scheme and the
coding rate of the information are applied, together with the
ACK/NACK to which the identified modulation scheme and
coding rate are applied. Hereby, the ACK/NACK transmitted
from the mobile station apparatus to the base station appara-
tus can comply with the modulation scheme and the coding
rate of the uplink data, improving probability of successful
transmission of the ACK/NACK.

Although various embodiments of the present invention
have been described in detail above with reference to the
drawings, the specific configuration thereof is not limited to
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the embodiments. Rather, it is intended that the following
claims encompass any designs within the spirit or scope of the
invention.

The invention claimed is:

1. A mobile communication system, comprising:

a base station apparatus configured to:

transmit resource allocation information for specifying an
uplink resource for mapping data onto a physical uplink
shared channel (PUSCH), wherein the uplink resource
contains at least a plurality of symbols in a time domain;
and

a mobile station apparatus configured to:

receive, from the base station apparatus, the resource allo-
cation information for specifying the uplink resource for
mapping the data onto the PUSCH;

calculate, based on the resource allocation information for
specifying the uplink resource for mapping the data onto
the PUSCH, a quantity of positive acknowledgement
(ACK) or negative acknowledgement (NACK) modula-
tion symbols in the PUSCH that are available to carry
ACK or NACK for downlink data in the uplink resource;

map ACK or NACK modulation symbols onto part of the
symbols in the time domain of the uplink resource,
wherein the quantity of the mapped ACK or NACK
modulation symbols is equal to or less than the calcu-
lated quantity of the ACK or NACK modulation symbols
in the PUSCH that are available to carry the ACK or the
NACK for the downlink data in the uplink resource, and
does not exceed a predetermined amount; and

transmit, to the base station apparatus, the mapped ACK or
NACK modulation symbols together with uplink data in
the uplink resource.

2. The mobile communication system of claim 1, wherein

the predetermined amount is a maximum amount.

3. A mobile station apparatus in a mobile communication
system, comprising:

a receiver, configured to receive, from a base station appa-
ratus, resource allocation information for specifying an
uplink resource for mapping data onto a physical uplink
shared channel (PUSCH), wherein the uplink resource
contains at least a plurality of symbols in a time domain;

a processor, configured to calculate, based on the resource
allocation information for specifying the uplink
resource for mapping the data onto the PUSCH, a quan-
tity of positive acknowledgement (ACK) or negative
acknowledgement (ACK) modulation symbols in the
PUSCH that are available to carry ACK or NACK for
downlink data in the uplink resource;

the processor, configured to map ACK or NACK modula-
tion symbols onto part of symbols in the time domain of
the uplink resource, wherein the quantity of the mapped
ACK or NACK modulation symbols is equal to or less
than the calculated quantity of the ACK or NACK modu-
lation symbols in the PUSCH that are available to carry
the ACK or the NACK for the for downlink data in the
uplink resource, and does not exceed a predetermined
amount; and

a transmitter, configured to transmit, to the base station
apparatus, the mapped ACK or NACK modulation sym-
bols together with uplink data in the uplink resource.

4. The mobile station apparatus of claim 3, wherein the

predetermined amount is a maximum amount.

5. A communication method of a mobile station apparatus
in a mobile communication system, the communication
method comprising:

receiving, from a base station apparatus, resource alloca-
tion information for specifying an uplink resource for
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mapping data onto a physical uplink shared channel
(PUSCH), wherein the uplink resource contains at least
a plurality of symbols in a time domain;

calculating, based on the resource allocation information
for specifying the uplink resource for mapping the data
onto the PUSCH, a quantity of positive acknowledge-
ment (ACK) or negative acknowledgement (ACK)
modulation symbols in the PUSCH that are available to
carry ACK or NACK for downlink data in the uplink
resource;

mapping ACK or NACK modulation symbols onto part of
symbols in the time domain of the uplink resource,
wherein the quantity of the mapped ACK or NACK
modulation symbols is equal to or less than the calcu-
lated quantity of the ACK or NACK modulation symbols
in the PUSCH that are available to carry the ACK or the
NACK for the for downlink data in the uplink resource,
and does not exceed a predetermined amount; and

transmitting, to the base station apparatus, the mapped
ACK or NACK modulation symbols together with
uplink data in the uplink resource.

6. The communication method of claim 5, wherein the

predetermined amount is a maximum amount.

7. A base station apparatus in a mobile communication

system, comprising:

a transmitter, configured to transmit, to a mobile station
apparatus, resource allocation information for specify-
ing an uplink resource for mapping data onto a physical
uplink shared channel (PUSCH), wherein the uplink
resource contains at least a plurality of symbols in a time
domain; and

a receiver, configured to receive, from the mobile station
apparatus, mapped positive acknowledgement (ACK) or
negative acknowledgement (ACK) modulation symbols
together with uplink data in the uplink resource,

wherein the mapped ACK or NACK modulation symbols
are mapped onto part of symbols in the time domain of
the uplink resource, wherein the quantity of the mapped
ACK or NACK modulation symbols does not exceed a

15

25

35

36

predetermined amount, and is equal to or less than a
quantity of ACK/NACK modulation symbols in the
PUSCH, and
wherein the quantity of ACK/NACK modulation symbols
in the PUSCH is calculated based on the resource allo-
cation information for specifying the uplink resource for
mapping the data onto the PUSCH, and is available to
carry ACK or NACK for downlink data in the uplink
resource.
8. The base station apparatus of claim 7, wherein the pre-
determined amount is a maximum amount.
9. A communication method of a base station apparatus in
amobile communication system, the communication method
comprising:
transmitting, to the mobile station apparatus, resource allo-
cation information for specifying an uplink resource for
mapping data onto a physical uplink shared channel
(PUSCH), wherein the uplink resource contains at least
a plurality of symbols in a time domain; and

receiving, from the mobile station apparatus, mapped posi-
tive acknowledgement (ACK) or negative acknowledge-
ment (ACK) modulation symbols together with uplink
data in the uplink resource,
wherein the mapped ACK or NACK modulation symbols
are mapped onto part of symbols in the time domain of
the uplink resource, wherein the quantity of the mapped
ACK or NACK modulation symbols does not exceed a
predetermined amount, and is equal to or less than a
quantity of ACK/NACK modulation symbols in the
PUSCH, and

wherein the quantity of ACK/NACK modulation symbols
in the PUSCH is calculated based on the resource allo-
cation information for specifying the uplink resource for
mapping the data onto the PUSCH, and is available to
carry ACK or NACK for downlink data in the uplink
resource.

10. The communication method of claim 9, wherein the
predetermined amount is a maximum amount.

#* #* #* #* #*
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